STIFFENER 3/8"
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LOCKING BOLT WITH VP
COTTER PIN CHAIN
FASTENED TO MOUNT
SEE NOTE 3
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(a\SECTION: LIGHTNING PROTECTION CONNECTION
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1.

TOWER TOP DETALLS SIMILAR FOR INT NORTH TOWER

AND 1ST SOUTH TOWER.

SEE GENERAL NOTES ON NHB-295A FOR DESIGN

REQUIREMENTS.

CONNECTION DETAILS FOR LIGHTING PROTECTION,
PHOTOCELL, AND FAA LIGHT FIXTURE MOUNT ARE
APPROXIMATE AND SHALL BE COORDINATED WITH THE
FINAL POSITIONS AND DIMENSIONS OF THE ELECTRICAL

LAYOUTS AND SUPPORTS.

25" Yy /STIFFENER 3/8"
| Mcexig

SCALES SHOWN FOR FULL SIZE DRAWINGS (22"x34")

\POST-INSTALLED
ANCHOR (TYP)

ALL ENGINEERING WORK REPRESENTED ON THIS PLAN HAS
BEEN REVIEWED UNDER THE RESPONSIBLE CHARGE OF
LICENSE HOLDER AND IS SIGNED/SEALED ACCORDINGLY. THE
SEAL APPEARING ON THIS DOCUMENT WAS AUTHORIZED BY
MATTHEW CARTER, P.E. 133954 ON 12/16/2021
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